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> Auckland City Council has 
identified the need for alternatives 

to standard cycle lanes

> Many situations where the narrow 
road environment means standard 
cycle lanes can never be achieved

> Looking for an alternative to no 
cyclist provision at all  

Introduction
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> Advisory pavement markings

> On-road situations only

> Insufficient space for exclusive 
facilities

> Part of cycle network

> Busy roads some degree of 
protection desirable

Context
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Key Evaluation Criteria

> Will not create new safety issues

> Provides more priority for cyclists

> Easily understood by road users

> Integrates with current standards

> Practical and sustainable
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Site Selection Characteristics

> Arterial or collector roads

> Continuous mid-block sections

> No bus lanes

> Pinch points

> Kerb side parking

> Not low volume / slow speed local 
roads
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Trial Sites Considered
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International Examples

> Australia signage is legal definition, 
pavement markings can be advisory

> UK TRO required for legal definition, broken 
lines used

> Netherlands broken lines for recommended 
routes

> NZ pavement marking is legal definition
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> Different colour marking

> New symbol

> Coloured pavement

> Broken white edge line

> New advisory sign

> Diagonal lines on edge of traffic lanes

Advisory Options
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Advisory Symbol Options

> Pavement marking options 
reviewed to determine

> Clarity

> Visibility

> Ease of understanding


